Instead of cleaning buckets, look to Nano Silver Technology. This silver-based product will have your Commercial Luxury Vinyl Planks looking new longer.

**NANO SILVER TECHNOLOGY:**
Woodland Path Commercial Luxury Vinyl Planks are manufactured to include germ killing technology designed to make facilities safer from bacteria such as Staph and E.coli, viruses like rhinovirus and molds. Nano Silver's extremely small particles of metallic silver, is added, giving a durable anti-microbial action. In turn, this destroys the bacterial cell membranes, killing bacteria and stopping replication.

**INSTALLATION:**

**FLOOR MATERIAL:**
- Plank Size: 6” x 36”
- Thickness: 1/8” (3mm)
- Packaging: 24 planks/36 SF/CTN
- Wear Layer: 20 mil.

**TEST DATA (continued):**
- Slip Resistance: ASTM C1028, .71 for Dry surfaces and .63 for Wet Surfaces (Exceeds ADA/OSHA requirements)
- Chair Castor Resistance: Phillips Roll Chair / 3.5 @ 20,000 cycles
- CAL 1350 Emissions Testing: ASTM D5116, Meets CAL 1350
- Chemical Resistance: ASTM F925, 24 hours, Excellent – No Change

**PRE-INSTALLATION:**
Thoroughly inspect all material. Contact your dealer/distributor immediately should a problem be discovered. 90% of all installation failures are moisture-related. Moisture tests must be performed & recorded prior to installation with results not to exceed the adhesive manufacturer’s specifications. Cartons must remain flat. Check to confirm the same batch and lot number. Mix & install individual pieces from different cartons should the lot numbers vary in order to minimize the appearance of variations.

**ADHESIVE:**
Use adhesives recommended by floor manufacturer to suit material and substrate conditions.

**SUBFLOOR PREPARATIONS:**
The responsibility for determining subfloor suitability rests solely with the installer, regardless of qualifications. All subfloor material must be rigid, smooth, flat & permanently dry, clean & free of all foreign materials, including but not limited to, dust, paint, grease, oils, solvents, cutting/parting compounds, sealers and residue from old adhesive unless specifically specified by adhesive manufacturer. The distributor recommends installation over concrete subfloors and underlayment grade plywood of at least BC grade. Luann makes an unacceptable subfloor.

**FLOOR SURFACE PROTECTION:**
Protect Woodland Path Luxury Vinyl Planks against damage during construction period to comply with manufacturer’s directions. Keep furniture off the floor for 24 hrs and rolling objects 72 hrs after initial maintenance.

**GENERAL MAINTENANCE:**
- Install walk off mats in all entrances.
- Step 1: Clean the floor with a soft, clean dust mop to remove any loose dirt and dust.
- Step 2: Use a neutral pH based detergent in ready to use form. Frequency depends on floor conditions.
- Step 3: Buffing is not required. Always use floor maintenance products in accordance with the manufacturer’s information. DO NOT use solvent-based cleaners, abrasive cleaners or steel wool. These will scratch or dull the floor surface.

**TUF STUF WOODLAND PATH**

is a NO-WAX product.